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NOTES:  1.	THIS STANDARD IS FOR PVC (4" THRU 15" I.D.) AND HDPE (UP THRU 14" O.D.) CONFORMING TO CITY DESIGN THIS STANDARD IS FOR PVC (4" THRU 15" I.D.) AND HDPE (UP THRU 14" O.D.) CONFORMING TO CITY DESIGN STANDARDS AND CONSTRUCTION SPECIFICATIONS.  2.	CLASS 1 EMBEDMENT MATERIAL SHALL BE USED UNLESS SPECIFIED OTHERWISE ON THE PLANS.  CLASS 1 EMBEDMENT MATERIAL SHALL BE USED UNLESS SPECIFIED OTHERWISE ON THE PLANS.  3.	THIS STANDARD IS APPLICABLE ONLY FOR STABLE TRENCH WALLS WHERE NO STANDING WATER OR GROUNDWATER IS THIS STANDARD IS APPLICABLE ONLY FOR STABLE TRENCH WALLS WHERE NO STANDING WATER OR GROUNDWATER IS ANTICIPATED. SPECIAL DETAILS ARE REQUIRED FOR UNSTABLE SOIL IDENTIFIED IN SOILS REPORT. FOR MINOR  OCCURRENCES OF INSTABILITY (SAND POCKETS, ETC), VOIDS IN THE EMBEDMENT ZONE SHALL BE FILLED WITH THE SPECIFIED EMBEDMENT MATERIAL TO AT LEAST TWO PIPE DIAMETERS ALL AROUND THE PIPE.  4.	MINIMUM DEPTH OF COVER FOR MAINS IS 3 FT TO FINISH GRADE; SERVICE LATERALS PER PLANS.  MINIMUM DEPTH OF COVER FOR MAINS IS 3 FT TO FINISH GRADE; SERVICE LATERALS PER PLANS.  5.	WITH CRUSHED ROCK OR SAND EMBEDMENT AND SLOPES EXCEEDING 8%, INSTALL A CUT-OFF DAM OF 1 FT. OF WITH CRUSHED ROCK OR SAND EMBEDMENT AND SLOPES EXCEEDING 8%, INSTALL A CUT-OFF DAM OF 1 FT. OF %, INSTALL A CUT-OFF DAM OF 1 FT. OF , INSTALL A CUT-OFF DAM OF 1 FT. OF CONTROLLED LOW STRENGTH MATERIAL EVERY 100 FT. 00 FT. 
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CRUSHED ROCK PER ASTM C38 GRAD. #67 (3/4" TO NO. 4 WELL GRADED) OR 3/4" OR 1/2" MAX. AGGREGATE SPECIFICATION FOR ASPHALT CONCRETE.  SEE NOTE 5.
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NOTES:  1.	THIS STANDARD IS FOR RIGID PIPES 4" & LARGER; CONFORMING TO CITY DESIGN STANDARDS AND THIS STANDARD IS FOR RIGID PIPES 4" & LARGER; CONFORMING TO CITY DESIGN STANDARDS AND CONSTRUCTION SPECIFICATIONS. USE TRENCH CLASS AS SHOWN ON THE PLANS: IF NOT SPECIFIED, USE APPROPRIATE CLASS PER PIPE MATERIAL AND DEPTH OF COVER PER STD PLAN 501-3.  2.	PROVIDE UNIFORM & CONTINUOUS SUPPORT OF PIPE BARREL BETWEEN BELL OR COUPLING HOLES.  PROVIDE UNIFORM & CONTINUOUS SUPPORT OF PIPE BARREL BETWEEN BELL OR COUPLING HOLES.  3.	INITIAL BACKFILL SHALL BE CRUSHED ROCK OR COARSE SAND @ 90% R.C. MIN.  INITIAL BACKFILL SHALL BE CRUSHED ROCK OR COARSE SAND @ 90% R.C. MIN.  4.	CLASS B & C BEDDING MATERIAL TO BE CRUSHED ROCK PER CLASS CS OR SAND AS SPECIFIED ON THE CLASS B & C BEDDING MATERIAL TO BE CRUSHED ROCK PER CLASS CS OR SAND AS SPECIFIED ON THE PLANS.  5.	WHEN CRUSHED ROCK OR SAND BEDDING AND INITIAL BACKFILL, AND SLOPES EXCEED 8%, INSTALL A CUT-OFF WHEN CRUSHED ROCK OR SAND BEDDING AND INITIAL BACKFILL, AND SLOPES EXCEED 8%, INSTALL A CUT-OFF DAM OF 1 FT. OF CONTROLLED DENSITY FILL EVERY 100 FT. 6.	SEE SHEET 501-2, 2 OF 2, FOR TRENCH CLASSIFICATIONS.SEE SHEET 501-2, 2 OF 2, FOR TRENCH CLASSIFICATIONS.
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BACKFILL:  A.	OUTSIDE OF PAVED AREAS OUTSIDE OF PAVED AREAS OR UNDEVELOPED AREAS: NATIVE MATERIAL AT 85% R.C.  R.C. B.	WITHIN PAVED AREAS OR WITHIN PAVED AREAS OR PUBLIC RIGHT-OF-WAY: CLASS II AGGREGATE BASE AT 95% R.C. OR CLSM% R.C. OR CLSM R.C. OR CLSM
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NOTES:  1. TYPE 1 PATCH:  A) TOTAL AC THICKNESS TO MATCH EXISTING PLUS 1", 3" MINIMUM APPLIED IN TWO LIFTS.  B) DROP HAMMER OR OTHER ROUGH CUT ALLOWED FOR INITIAL CUT ALONG TRENCH WALL. FINAL AC EDGE SHALL BE SAWCUT AND TACK COATED PRIOR TO NEW AC PLACEMENT.  C) AB THICKNESS PER PLANS. AB MAY BE REPLACED BY ADDITIONAL AC (50% OF REQ'D AB THICKNESS). 2. TYPE 2 PATCH OPTIONAL, EXCEPT WHEN REQUIRED BY THE CITY. GRIND DEPTH "T" SHALL BE ADJUSTED TO MATCH EXISTING OVERLAY THICKNESS.  3. TYPE 3 PATCH TO BE USED WHEN SHOWN ON THE PLANS OR AS APPROVED BY THE ENGINEER, GENERALLY ON STREETS TO BE OVERLAYED.  4. CONTROLLED LOW STRENGTH MATERIAL (CLSM) MAY BE USED FOR BACKFILL WITH THE PRIOR APPROVAL OF THE ENGINEER. CLSM SHALL BE IN ACCORDANCE WITH CALTRANS STANDARD SPECIFICATIONS SECTION 19-3.02F.
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